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Errata 1 
 
Table corrections 
 
Table 1: Values shall be updated as indicated within the red boxes: 
 

 
 

(Table 1 continued below) 



 
 
Table 2: Corrections shall be made as indicated within the red boxes: 
 

 
 



Table 3: Values shall be updated as indicated within the red box: 
 

 
 
 
 
 
 
 
 
 
 
 



Table 4: Values shall be updated as indicated within the red box: 
 

 
 
 
 
 
 
 
 
 
 
 
 
 



Table 5: Values shall be updated as indicated within the red boxes: 
 

 
 
 

 
 
 
 
 
 
 
 
 
 



Table 6: Corrections shall be made as indicated within the red boxes: 
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 



Table 7: Values shall be updated as indicated within the red boxes: 
 

 
 



 
Table 8: Values shall be updated as indicated within the red boxes: 
 

 
 

  



Table 9: Values shall be updated as indicated within the red boxes: 
 

 
 

Table 13: Values shall be updated as indicated within the red boxes: 
 
 

 
 



Table 16: Corrections shall be made as indicated within the red boxes: 
 

 
 
Table 22: The title shall be changed to the following: 
 

Table 22—Buttress Thread Height Groove Check Blocks 
 
Table 24: Values shall be updated as indicated within the red box: 
 

 
 

Table 24: The correction shall be made as indicated within the red box: 
 

 
 
 
Table 28: The correction shall be made as indicated within the red box: 
 

 
 
 

 



Table 29: The correction shall be made as indicated within the red box: 
 

 
 
 
Table 37: The corrections shall be made as indicated within the red boxes: 
 

 
 
 

Table 38: The correction shall be made as indicated within the red box: 
 

 
 
 

  



Table 40: The corrections shall be made as indicated within the red boxes: 
 

 
 
 
  



Table 41: The corrections shall be made as indicated within the red boxes: 
 

 
 
 

 
  



Table B.1: The values shall be updated as indicated within the red boxes: 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 



Table B.2: The values shall be updated as indicated within the red boxes: 
 
 

 
 
 
Figure corrections 
 
Figure 1: The figure shall be updated as indicated within the red box: 
 

 



Figure 2: The title shall be changed to the following: 
 

Figure 2—Buttress Casing Thread Form and Dimensions (Casing sizes 41/2 in. through 
133/8 in.) 

 
The figure shall be updated as indicated within the red box: 
 

 
 
 

Figure 3: The title shall be changed to the following: 
 
Figure 3—Buttress Casing Thread Form and Dimensions (Casing sizes 16 in. and longer) 

 
The figure shall be updated as indicated within the red box: 

 
 

 
 

  



Figure 5: The figure shall be updated as indicated within the red box: 
 

 
  



Figure 8: The figure shall be updated as indicated within the red box: 
 

 
 
Figure 40: The title shall be changed to the following: 
 

Figure 40—External Thread Height Gauge on Pin Threads (Round Thread Height Gauge) 
 
 
Figure 47: The title shall be changed to the following: 
 

Figure 47—Buttress Tooth Width Gauge (Measured from Thread Root) 
 
 
Figure 53: The title shall be changed to the following: 
 

Figure 53—Coupling Alignment Inspection (Detail) 
  



Figure 63: The figure shall be updated as indicated within the red box: 
 

 
  



Figure 66: The title shall be changed to the following: 
 

Figure 66—Gauge Thread Form and Dimensions for Buttress Casing (Taper sizes 41/2 in. 
through 133/8 in.) 

 
The figure shall be updated as indicated within the red box: 
 

 
 
 

Figure 67: The title shall be changed to the following: 
 

Figure 67—Gauge Thread Form and Dimensions for Buttress Casing (Taper sizes 16 in. 
and larger) 

 
The figure shall be updated as indicated within the red box: 

 

 
 
 

Text corrections 
 
7.1.4, 1st paragraph: The first sentence shall read as follows: 
 

The taper of both plug and ring gauges shall be determined from measurements of the 
diameter of the pitch cone for line pipe and round thread gauges, the major cone of 
buttress working plug and master ring gauges, and the minor cone of buttress working 
ring and master plug gauges, at a minimum of two positions covering the length of full 
thread height less the end threads. 
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